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PHOTONICS LASER SOLUTION

Controllers
for Passively Q-switched Lasers
- Standard Microchip Lasers (SNx) -

Desktop Module Board
MLC-03A-DR1 or MLC-05A-DR1 MLC-03A-MR1 or MLC-05A-MR1 MLC-03A-BR1 or MLC-05A-BR1
for CDRH certified lasers for OEM lasers for OEM lasers
100-240V AC powered using 12V DC using 12V DC

KEY FEATURES

» 3 different packages
- Desktop for laboratory applications
- Module or Board for OEM integration

Dual bipolar thermal PID regulation
Laser diode temperature and voltage protection
RS232 control for operation and diagnosis

Real-time control (TTL)

Interlock management for laser safety

Auto-adaptation to the laser head

CDRH and CE compliance
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TECHNICAL SPECIFICATIONS

MLC-03A-MR1 & | MLC-03A-BR1 &
MLC-05A-MR1 MLC-05A-BR1

Input voltage AC 100 to 240V DC 12V
Input voltage fluctuation 5%
Mains frequency 60 Hz / 50 Hz N/A
Power supbly input IEC60320 Main socket MOLEX mini Fit Jr. Series 5569 header, please use
Main ppiy Inp with earth connection =~ MOLEX series 5557 receptacle for connecting +12V
Specifications Mains input fuse Temporized T1Amp 3.5A
Maximum power
consumption (W) o+ ol
Efficiency - >70% >75%

U ETWA XTI L ETRl 1500 V AC input to case /
CEIET [T ETITT Il 400 V AC input to output

Laser diode secondary 3.5A N/A

fuse
0.1 to 3.0A for MLC-03A-xR1
0.2 to 5.0A for MLC-05A-xR1

N/A

Laser diode current

Thermoelectric cooler

o 0 to +2A®@
current capabilit

Thermoelectric cooler +9V cooling
Output voltage capabilit -9V heating
specifications Temperature stability <0.06°C

TEC electric response <01s

time
Laser diode temperature . o .
safetv limits Set-up point £3°C (typical)

SPEEEE S 145x120x70 130x98x28 105x95x14.5
Safety Electrical & radiation IEC 61010-1 -
Maximum Heat dissipation <15W® <eW(")

RS232 control serial communication(®)
Utility digital control connector

Control

NOTES

(1) Current and Power consumption with current limits set to IDiode=2.5A, ITEC=2A.
(2) Measured on a 3.5 Ohms TEC cooler.

(3) The RS232 protocol is an ASCII protocol.
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COMPLEMENTARY INFORMATION & OPTIONS

Environment Parameters

Operating temperature -10°C to +50°C non condensing
Maximum relative Humidity <40°C 80%
Maximum relative Humidity >40°C 60%
Pollution degree (according to IEC 61010) 2

Storage temperature -40°C to +85°C non condensing

Shock of 11ms according to IEC 68-2-27 (non operating) 25¢g

Vibration 5Hz to 500Hz sinusoidal according to IEC 68-2-6 29

Certifications

MLC-03A-DR1 Desktop Yes Yes Yes

MLC-03A-MR1 Module Yes Yes No

MLC-03A-BR1 Board Yes No, OEM only No
NOTES

(4) CDRH certification is valid for laser with up to Class 4 CORH/OEM TEEM PHOTONICS certified laser.
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DESKTOP CONTROLLER MECHANICAL DRAWINGS:
MLC-03A-DR1 & MLC-05A-DR1
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MODULE CONTROLLER MECHANICAL DRAWINGS:
MLC-03A-MR1 & MLC-05A-MR1
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BOARD CONTROLLER MECHANICAL DRAWINGS:
MLC-03A-BR1 & MLC-05A-BR1

52,6
47
+12V supply connector
—RS232 RS232 Com Dsub9

Interlock jack connector

r_rl TV m |

AE : Utility HE10
I-HJ H—” |_| TTTTTTITTTITITITI{-One M3 Mounting hole 34 pins connector
Two heatsink pads
@12mm
on other side
[Ty
f=2]
=t
g
M~
i"-'%- thermal pads
Laser head connector i
Temperature status 1 LED
Temperature status 2 LED
Power On LED
Laser On LED Laser
Start/Stop button
. 108 (33.2)
w|
23 [T Bl o) ol
— ekl ! I_m o rs t
2
2]
BACK VIEW v
UTILITY CONNECTOR INTERLOCK CONNECTOR

All information contained herein is believed to be accurate and is subject to change without notice. Teem Photonics www_tee 11 p h Oto n ics .Com

may not be held liable for its use. Teem Photonics, its subsidiaries and affiliates, reserve the right to modify or

withdraw, at any time and without any notice, specifications, product design, product component. Some options may .
not be available for all products. Please contact Teem Photonics for details. September 2026. MLC series | 6/6




	Slide 1: Controllers  for Passively Q-switched Lasers - Standard Microchip Lasers (SNx) - 
	Slide 2
	Slide 3
	Slide 4
	Slide 5
	Slide 6

